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Product Range WFT FL 
#1532

WFT Macro 
#1546

HTR 
#0977

WF49 
#1849

HM
#2407

Version standard
macro
(high 

porosities)

high 
temperature

solvent 
resistant 

concentrate

high solid body 
content, 

appl. on hot surfaces

Thermal spray process HVOF, APS,  VPS, 
ARC, Flame ARC, Flame HVOF, APS,  VPS, 

ARC, Flame
HVOF, APS,  VPS, 

ARC, Flame
HVOF, APS,  VPS, 

ARC, Flame

Porosity sizes [mm] 0 - 0,1 0,1 - 0,5 0 - 0,1 0 - 0,5 0 - 0,5

Shelf life [years] 5 5 5 0,5 1

space consumption m2 ~ 100 ml ~ 170 ml ~ 100 ml  ~ 100 - 200 ml 75 g

Curing Time

Dust-dry / 
Touch Proof 

20°C 6 min 6 min
1 hour after 

 processing anneal at 
200 °C for 1 hour

45 min 20 h

40°C 3 min 3 min 30 min 12 h

80°C x x x 1 h

Machinable

20°C 90 min 90 min
1 hour after 

 processing anneal at 
200 °C for 1 hour

120 min 36 h

40°C 60 min 60 min 75 min 20 h

80°C x x x 90 min

Chemically 
Resistant

20°C after 36 h after 36 h
1 hour after 

 processing anneal 
at 200 °C for 1 hour

after 144 h after 192 h

40°C after 24 h after 24 h after 96 h after 120 h

80°C x x x after 60 h

Technical Data

Permanent temp. resistance [ºC] -40 / +300 -40 / +300 -40 / +500 -40 / +200 -40 / +200

Temporary temp. resistance [ºC] -40 / +450 -40 / +450 -40 / +550 -40 / +220 -40 / +220

Remaining surface layer thickness [μm] 3 10 4 20 20

Surface temperature for application 
[max] 40°C 40°C 40°C 40°C 120°C

Viscosity (DIN4 cup, +23°C) 
ISO 2431 (4mm nozzle) [sec.] 13 17 12 varies by mixture 22



Chemicals Conc. dichtol
% WFT WF49 HTR HM

acetate ─ x ○ x

acetylene x x x x

alkanes x x x x

alcohols x x x x

animal based oils x x x x

brake oil x x x x

citric acid ○ x x x

crude oil x x x x

cutting oil x x x x

diesel fuels x x x x

diethyl ether ─ ─ ○ x

engine oil x x x x

glycol x x x x

hydraulic fluid x x x x

hydrocarbons x x x x

-   aromatics x x x x

hydrochloric acid < 20 ─ ○ ○ x

hydrochloric acid > 20 ○ x x x

keton ─ ○ ─ ─

kerosene x x x x

lubricating oil x x x x

machine oil x x x x

machinefat x x x x

natural gas x x x x

nitric acid ○ ○ ○ x

petrol x x x x

phthalates ○ x x x

plantbase oils x x x x

potassium chloride, hs x x x x

potassium hydroxide x x x x

potassium phosphate x x x x

salicylic acid ○ x x x

sulphuric acid < 20 ─ ○ ○ x

sulphuric acid > 20 ○ x x x
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